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- NT LIST
PROJECT DESCRIPTION - EQUIPME : 2 3 4

. ‘ " 5 6 7 - 8
- ‘ , | B. EQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR | o (R)_ (Rr) (®) (R) (R) OBNONO
i. _ : , )
Thi ject 1 | th dif i T isti Traffic Control ST : ITEM - i : ‘ ' ‘ : '
Siéﬁallarajiiﬁ ir;?;r?cc\;gﬁec-re mdlsgrqeé?l?ghﬂngxcll? ’Irﬂg TE?erégc‘r?gnrgf MD 198 (Sandy Spring Reoad) - . NO. DESCRIPTION QUANTITY ' @o @o e @e @o o e o
4G R R

and McKnew Road in Montgomery County. The existing existing pedestrian signal heads shall ) ) n
Ee rep laced ¥H‘h Countdown pedestrian signais. MD 198 (Sandy Spring Road) is assumed . 1001 Maintenance of trafflc per 1 EA PHASE 1 & 5 —6—7R | —G—R R /R | *G-/R R oW DW - —
0 run a east-west direction. A s
assignment. CHANGES TO PHASES 1 &6, 2 &5 OR2&6 .
IT. INTERSECTION OPERATION _ 2002 - Test Pit Excavation 2 C.Y. : PHASE 1 & 6 | -He | o R R R R R DW oW _;L. -
1. The intersection is to operate in a NEMA six-phase, fully-actuated 5001 Removal of exisﬂn? permanent 320 L.F. 1 & 6 CHANGE v | <y Y R R R R R DW oW T
mode, with the MD 198 (Sandy Spring Road) approaches running pavement 1ine markings any width .
concurrently. The Exclusive/Permissive left furn phase for the eastbound and westbound . . PHASE 2 & § R R R “G—/G | 4G—/G 6 R R D oW
approaches of MD 198 (Sandy Spring Road) will continue to operate as normal. _ 5005 12" white preformed thermoplastic 200 L.F. LT
Countdown pedestrian phases wirg audible puihbuﬁ%r:: cﬁfgcﬂog sgoll be - , pavement marking |ines 2 & § CHANGE R R RO| «r— | <=y | R R | ow | oW ,
provided +for the east [eg of is intersection. e McKnew Road agpproaqc ' "
shall continue to operate as normal. 5006 %BE%;T%g?gfgz@ggem 100 L.F. PHASE 2 & 6 6 6 6 6 6 6 R R | oow | ow | o
2. A existing eight-phase controller, shall be used to house the 2-wire Central Control Unit marking 1ines. . 2 & 6 CHANGE i Y A Y Y Y R R DW ow | .
and all necessary equipment in a NEMA size “6” base-mounted cabinet at this intersection. 6002 5” concrete sidewalk. 125 S.F. PHASE 4 . o o R - R o c | o | on N
3. Montgomery County signal shop shall install APS control unit into controller cabinet. ' - 8001 12" LED signal head section. 32 EA 4 CHANGE R R R R R R v v - o s +3[
The Contractor shall deliver the Contro! Unit and audible pushbuttons to the Montgomery
County Signal Shop for testing and programming two weeks prior to beginning work. : 8002 2 wire Central Control unit 1 EA PHASE 4 ALT R ? " o . . o e | w » '
8007 Audibla/tactile pedestrian a
8008 Breakaway pedestal pole (10') 4 ALT CHANGE R R R R R R Y Y | oow | ow [P T
1. The Contractor shall be responsible for terminating all signal cables., , I P P 2 EA 3
excluding interconnect, to the appropriate terminals and shall properly B0O10 LED 16" countdown pedestrian 2 EA FLASHING FL/Y | FLZY | FL/Y | FLZY FL/Y | FL/Y | FL/R | FL/R | DARK | DARK | ——
label each cable. . signal head. OPERATION =
2. All controller cabinet wiring will be performed by the Montgomery County . 8013 Remove and dispose of 1 EA
Signal Shop. Contact Mr. Kamal Hamud at (240) 777-8761 seventy—two hours in - equipment (per assignment)
advance of intended work. _ 8018 Schedulg B0 rigid PVC conduit 40 L.F. WIRING DIAGRAM
: u - ched.
3. All underground and overhead utilities shown on these plans are schematic only p To ren B.D.E
and may not be complets. The Contractor shall be responsible for notifying - 8019 Detectable warning surface for 50 S.F.
Miss Utility prior to construction so that il utilities may be located in the curb ramps
field. I+ the Contractor perceives that a conflict between the utilities and the
traffic signal will occur, the Contractor shall notify the Project Engineer 8023 Electricgl cable - 370 L.F.
immediately so that the conflict may be resolved. 2 conductor (No. 14 AWG).
802 Electrical cable - .F.
4. APS will function as follows: S 5 conductor (No. 14 AWG). 375 L-F
FOR MD 198 (SANDY SPRING ROAD) ' _ 8033 No. 6 AWG stranded bare 100 L.F.
a When pedestrian locates and presses pushbutton_for an extended time. the copper ground wire.
gggggumgnoggi;Swié_::-r?nnounce Wait to cross Sandy Spring at McKnew : Neg. _Reioccﬁ-e existing ground sign 1 EA
b. When WALK phase begins. the message will be a rapid tick which will last ‘ Neg. Loop wire encased in 425 L.F.
for the dur")aJrion of the WALK phuase. _ flexible tubing (No. 14 AWG).
| Neg. ??w cuz ior'_rsi?n'cll 115 L.F.
The contacts for Mentgomery County are as ol [ows: cop detectar].
Neg. 1" detector sleeve galvanized 10 L.F.
Mr. Joff Wentz Mr. Richard L. Daff. Sr. Mr. Kamal Hamud or flexible liquid Tight. o—
Assistant District Engineer ~ Traffic Chief. Traffic Operations Division Mont. County TMC Center Neg. Electrical cable - 2 conductor 8O L.F. T —_——— e —
Phone: (301) 513-7318 Phone: (410) 787-7630 240-777-8761 {(aluminium shielded) | "D—-—-————-—Eifl‘— —————
| —_—
Mr. Wayne Mowdy Mr. Keith Lord | /l’ — \E
Assistant District Engineer — Maintenance Signal Shop (Mont Co.) | b —_————
Phone: (301) 513-7304 301-674-8965 II —- |
, : : EL |
Mr. Augie Rebish Mr. Sonny Bailey | -L-JI
District Engineer — Utility Sign Shop | — -4
Phone: (301) 513-7350 410-787-7670 L R C. EQUIPMENT TO BE REMOVED I [EL]
All removed signal materials are to "
become property of the contractor. sl_-,
I WIRING KEY
I Al 5-CONDUCTOR ELECTRICAL
. | B[ CABLE (NO. 14 A.W.G ) -
Inter cqind Overhoag | |
ct +
Egs+ ROmD Us QQK I
D A Cl 2-CONDUCTOR ELECTRICAL
EQUIPMENT LIST ?é} D}CABLE (NO. 14 A W.G ) |
‘ H3084g ‘
A. EQUIPMENT TO BE SUPPLIED BY S.H.A. 7 E- STRANDED BARE COPPER GROUND L |
WIRE (NO. 6 A.W.G.) N ::
ND- DESCRIPTION QUANTITY F=2-CONDUCTOR ELECTRICAL
’ CABLE (Aluminium Shielded) - |
9571  Sheet aluminum signs to consist of: 2 SF *- USE EXISTING WIRING ,
(pole mount) EL - EXISTING LOOP |
Pedestrian education R10-3(1) 2 EA ES - EXISTING SERVICE L2
SINO'fe: Sign to read 4+ - GROUND ROD .
PUSHBUTTON TO CROSS TOD NO:x
SANDY SPRING ROAD”) ‘ / SHANOM)éd;?-lOS
: 05A5C/B5c
- MD
~ =7 198 @ MCKNEW Rp
| ELI
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